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#4 S3
A2, A3, Ad & AbS
TYPICAL PILES)

BAR TYPES BILL OF MATERIAL
Al (STARTER PILE)
0.6“@ L. R. GRADE 270 STRANDS : @ 4 BAR | NUMBER [ SIZE | TYPE | LENGTH | WEIGHT
§.0 I_ ”
REA ULTIMATE | _APPLIED ) S iz | =4 L | o4 | 43
STRENGTH PRESTRESS — S5 27 4 1 6'-1 110
|~ S6 1 "4 1 4'-11" 3
(SQUARE INCHES) (LBS. PER STRAND) | (LBS. PER STRAND) S1 1:_9|/ " I (a
- 2 - o S7 1 #4 1 3-7" 2
0.217 58,600 43,950 s2 |, 1'-11Y>" AN
S3 11_811 Vl 4 #5 2 241_4” 102
< | oy ] A2 (TYPICAL PILE)
o - oy " BAR | NUMBER | SIZE | TYPE | LENGTH | WEIGHT
o = >~ Si 9 #4 1 5-4" 32
2ncL. . *4SIq 2|2 2" CL °6 L rer - 52 24| =4 1 5-8" | 9l
— _\ i i poum— s7 | 11" X S3 1 "4 1 5'-1" 3
] ) ] S4 1 #4 1 4'-5" 3
] | | vi 234t | V2 2 %5 2| 20-10"| 43
-l — ! — II ’_ "
I Y K ve | 197107 | A3 (TYPICAL PILE)
10 SPA @ 2" \ v3 |, 21'-10" | BAR | NUMBER| SIZE | TYPE | LENGTH [ WEIGHT
~ (11 STRANDS) _ SEE va | 24-10" S1 10 "4 1 54" 36
o RETAIL = g S2 26 "4 1 5'-8" 98
- - S3 1 #4 1 5'-1" 3
SECTION A-A S S S B
V3 2 #5 2 22'-10" | 48
A4 (TYPICAL PILE)
BAR [ NUMBER[ SIZE | TYPE [ LENGTH [ WEIGHT
ALL BAR DIMENSIONING ARE OUT-TO-0UT < B v, 1 T E
S2 27 "4 1 5'-8" 102
S3 1 #4 1 5'-1" 3
54 1 #4 1 4'-5" 3
2. LR
[~ -
T I V1 2 #5 2 24'-4" 51
>~ =N| ¥ A5 (TYPICAL PILE)
< —_
| L1 BAR_ [ NUMBER| SIZE | TYPE | LENGTH | WEIGHT
@ N ;q“ s S1 13 4 1 5-4" 46
" v S2 29 %4 1 5'-8" 110
] T 'y S3 1 #4 1 5'-1" 3
NS N\ 54 1 =4 1 4'-5" 3
v
\ \
V4 2 #5 2 25'-10" | 54
DETAIL “B” DETAIL “C”
TONGUE GROOVE
PILE REINFORCING] 8,000 PSI [ 0.6" @ L. R.
STEEL CONCRETE STRANDS
LB. C.Y. No.
C 1086421357391l C A2 (TYPICAL PILE) 172 2.4 22
1197531246810
e 6 6 6 06 o o o o o o A3 (TYPICAL PILE) 188 2.7 22
A4 (TYPICAL PILE) 202 3.0 22
PATTERN FOR BURNING A5 (TYPICAL PILE) 216 3.2 22
PROJECT NO.__B-2500AB
NOTES
DARE COUNTY

THE SHEET PILE WIDTH DIMENSIONS ARE NOMINAL. THESE DIMENSIONS MAY
BE SHORTENED BY THE MANUFACTURER UP TO '/2”TO ALLOW FOR SHEET PILE
FIT-UP IN ITS FINAL POSITION.NO CHANGES SHALL BE MADE TO THE
TONGUES OR GROOVES.

THE WATER/CEMENT RATIO FOR PRESTRESSED CONCRETE SHEET PILES SHALL
NOT EXCEED 0.40.

PRESTRESSED CONCRETE SHEET PILES SHALL CONTAIN CALCIUM NITRITE
CORROSION INHIBITOR IN ACCORDANCE WITH THE STANDARD SPECIFICATIONS,
EXCEPT THAT THE INHIBITOR SHALL BE APPLIED AT A RATE OF 4.0 GALLONS
PER CUBIC YARD.NO SEPARATE PAYMENT WILL BE MADE FOR THE ADDITION
giYC?ZIi'E{A%M NITRITE, AS IT IS CONSIDERED INCIDENTAL TO THE VARIOUS

PRESTRESSED CONCRETE SHEET PILES SHALL CONTAIN A MINIMUM OF 257 FLY
ASH CLASS F OR A MINIMUM OF 40%Z GROUND GRANULATED BLAST FURNACE SLAG
(GGBFS), ADDITIONALLY, SILICA FUME SHALL BE SUBSTITUTED FOR A MINIMUM
57 OF THE PORTLAND CEMENT BY WEIGHT IN THE PRESTRESSED CONCRETE SHEET
PILES. MINERAL ADMIXTURES SHALL REPLACE THE CEMENT CONTENT AT A 1:l
RATIO BY WEIGHT.NO PAYMENT WILL BE MADE FOR THIS SUBSTITUTION, AS IT
IS CONSIDERED INCIDENTAL TO THE VARIOUS PAY ITEMS.
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